








PLASTIC (PP) SYSTEMS SHARED CHIMNEY LINER
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G1

CONDENSATION DRAIN (G4)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● Ø100 mm  PP (Polypropylene) flue tube has a push fit socket 
and sealing ring;

● provision for Ø20 mm drainage tube;
● includes supporting bracket assembly.

CONNECTION T-PIECE
DIAMETER 100-100 mm (G3)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● the PP (Polypropylene) flue tube has a push fit socket and 
sealing ring;

● side connection closed with Ø100 mm cover;
● integral sliding socket to allow for thermal movement;
● inclusive of lateral supporting bracket;
● includes preparation to connect to Ø80 mm flue outlet.

CONNECTION T-PIECE
DIAMETER 100-100-80 mm (G2)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● the PP (Polypropylene) flue tube has a push fit socket and 
sealing ring;

● Ø80 mm Spigot connection to flue outlet;
● integral sliding socket to allow for thermal movement;
● inclusive of lateral supporting bracket.

FLUE EXTENSION TUBES
DIAMETER 100 mm (G1)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● the PP (Polypropylene) flue tube has a push fit socket and 
sealing ring;

● standard lengths L = 250 mm, L = 500 mm, L = 1.000 mm,
L = 2.000 mm and L = 3.000 mm  
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PLASTIC (PP) SYSTEMS CASCADE SYSTEM

FLUE EXTENSION DIAMETER 130 mm 
INCLUDING Ø80 mm SIDE CONNECTION
(C1)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● the PP (Polypropylene) flue tube has a push fit socket and 
sealing ring.

CLOSING PIECE
INCLUDING CONDENSATE DRAIN (C2)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● the PP (Polypropylene) flue tube has a push fit socket and 
sealing ring;

● incorporates connection for Ø32 mm waste tube.

BEND 90º
DIAMETER 130 mm (C3)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● this elbow is fabricated from PP (Polypropylene) tube and 
has a push fit socket and sealing ring;

● different angles and forms can be supplied.

BEND 45º
DIAMETER 130 mm (C4)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● this elbow is fabricated from PP (Polypropylene) tube and 
has a push fit socket and sealing ring;

● different angles and forms can be supplied.
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A cascade system allows a number of individual boilers to
connect to a single flue outlet. An appropriate valve must be
fitted to each appliance to eliminate short-circuiting of flue
products and adequate provision should be made to arrest
condensate. Characteristics and performance of individual
appliances will determine maximum number of boilers 
allowable.

Please contact us for further information.



PLASTIC (PP) SYSTEMS CASCADE SYSTEM
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BEND 90º
DIAMETER 80 mm (C5)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● this elbow is made from PP (Polypropylene) and has a push 
fit socket and sealing ring;

● different angles and forms can be supplied.

BEND 45º
DIAMETER 80 mm (C6)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● this elbow is made from PP (Polypropylene) and has a push 
fit socket and sealing ring;

● different angles and forms can be supplied.

VALVE
DIAMETER 80 mm (C7)

● suitable for condensing boilers having a maximum flue gas 
temperature of 120°C;

● valve constructed into the body of the flue tube with push 
fit socket and sealing ring;

● valve opening and closing controlled by power from the 
boiler and features automatic closing in the event of power 
failure;

● contact us for further information.

THE FOLLOWING APPROVALS ORGANIZATIONS AND INSTITUTIONS HAVE EXTENSIVELY TESTED 
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Please note that the listed institutions and certtifications only reflect the general cooperation with interActive.
Please ask for ore detailled information about the correlation to single systems.







interActive (Flue Systems) Ltd 
Tel +44 (0)1908 569887 
Fax +44 (0)1908 571206 
sales@interactive-uk.com

interActive bouwprodukten bv 
Tel +31 (0)316 296 655 
Fax +31 (0)316 228 198 
sales@interactive-nl.com 

interActive Frischluft- 
und Abgassysteme GmbH 
Tel +49 (0)2131 51290-0 
Fax +49 (0)2131 51290-29 
sales@interactive-de.com 

interActive Italia SrL 
Tel +31 (0)316 296 655 
Fax +31 (0)316 228 198 
sales@interactive-nl.com 

interActive holding bv 
Lichtenhorststraat 2 
6942 GT Didam 
Postbus 200 
6940 HA Didam 
Tel +31 (0)316 296 666 
Fax +31 (0)316 227 112 
info@interactiveholding.com

www.interactiveholding.com 




